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·Automatic dual flush;
·Available with manual activation at 
any time.

·Detection distance up to 900mm.In tel l igent  detec t ion
Infrared sensor

Stainless steel

Vandal  res is tant
Remote flushes
·Available in the radio version only.



The eLINE flush plate for OLI flushing cisterns 
is activated by an intelligent infrared sensor 
that detects the person in the bathroom and 
adapts the type of water flush. 
Ideal for public spaces, it  has a stainless 
steel panel that guarantees a unique design.

A u t o m a t i c  f l u s h

In inte l l igent detec t ion mode ,  the sys tem w i l l 
automat ical l y  d is t inguish between the complete 
or  par t ia l  f lush according to the user ’s  ac t ion , 
w i th no need to in terac t  w i th the sys tem.

Features:
· hygienic flush timming settings;
· flushes statistics history;
· pre-flush settings;
· detection distances settings.

As an option, the eLINE flush plate is 
prepared to be connected to the OLI.IR 
app available for android and IOS.
Bluetooth receiver is required. 

To learn more access through QR CODE:

OLI.IR app

STANDING
>10 sec.
Parc ia l  f lush10

SITTING
>60 sec.
Ful l  f lush

10 - 60 sec.
Parc ia l  f lush

60
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BLUETOOTH RECEIVER RADIO RECEIVER RADIO REMOTE 
CONTROL

Code: 0883582 Code: 883578 Code: 884193

STANDARD
Code: 880876

RADIO
Code: 883585
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·  OL I 74 PLUS AC 
·  OL I 74 PLUS Mech + AC K I T

·  OL I 120 PLUS AC 
·  OL I 120 PLUS Mech + AC K I T

I n s t a l l a t i o n  r e q u i r e m e n t s

eLINE compatibility: Dimensional information:

Electrical connection is required:
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Deta i l ed in f o rma t ion a va i lab le in  Use r  and Ins ta l la t ion Manua l .
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